Assembly and Operating Instructions
### Parts list

Note: General hardware list, components vary based on kit.

<table>
<thead>
<tr>
<th>Material number:</th>
<th>Object Description</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>87802 THRU 87807</td>
<td>Cable Manager 600,700,800</td>
<td>1</td>
</tr>
<tr>
<td>41181</td>
<td>Edge Protection PVC ft</td>
<td>ft</td>
</tr>
<tr>
<td>329763</td>
<td>Push Rivet</td>
<td>2</td>
</tr>
<tr>
<td>77127</td>
<td>Tooless Fastener</td>
<td>2</td>
</tr>
<tr>
<td>228099</td>
<td>PE Conductor Type 4</td>
<td>1</td>
</tr>
<tr>
<td>56824</td>
<td>Cable Grounding</td>
<td>1</td>
</tr>
<tr>
<td>87808</td>
<td>Corner Bracket Left &amp; Right</td>
<td>1 ea</td>
</tr>
<tr>
<td>205378</td>
<td>M6x1x16 Screw</td>
<td>4</td>
</tr>
<tr>
<td>200294</td>
<td>Washer 6.4 EXT SERR</td>
<td>8</td>
</tr>
<tr>
<td>37573</td>
<td>Nut M6 ACORN</td>
<td>4</td>
</tr>
<tr>
<td>9970271</td>
<td>12IN W X 10FT Ladder Rack</td>
<td>1</td>
</tr>
</tbody>
</table>

### Tools Required

- PHILLIPS SCREWDRIVER
- 8mm Hex Key DRIVER
- WRENCH 10 MM
CABLE MANAGER TO ROOF

1. PLACE CABLE MANAGER DIRECTLY ON ROOF OF CABINET.
2. ALIGN THE ROUND HOLES IN THE CABLE MANAGER WITH THE HOLES IN THE ROOF.
3. ALIGN PUSH RIVET WITH ROUND HOLES IN CABLE MANAGER AND PRESS DOWN FIRMLY LOCKING CABLE MANAGER TO ROOF.
4. SEE GROUND WIRE INSTRUCTIONS ‘A’ (NOT SHOWN)

CABLE MANAGER INSTALLATION INSTRUCTIONS
600W, 700W, 800W CABLE MANAGERS
CABLE MANAGER TO CABLE MANAGER

1. ALIGN ROUND OPENINGS IN CABLE MANAGER FLANGES.
2. INSERT SUPPLIED TOOL-LESS FASTENER IN OPENING.
3. PRESS FIRMLY AGAINST HEAD OF TOOL-LESS FASTENER TO SECURE CABLE MANAGERS TOGETHER.
4. SEE GROUND WIRE INSTRUCTIONS 'B' (NOT SHOWN)
END PLATE TO CABLE MANAGER

1. ALIGN ROUND OPENINGS ON END PLATE WITH THE OPENINGS IN THE CABLE MANAGER FLANGES.
2. ATTACH END PLATE CORNER BRACKET TO M12 ROOF SCREW.
3. INSERT SUPPLIED TOOL-LESS FASTENER IN OPENING.
4. PRESS FIRMLY AGAINST HEAD OF TOOL-LESS FASTENER TO SECURE END PLATE TO CABLE MANAGER.

CABLE MANAGER INSTALLATION INSTRUCTIONS
600W, 700W, 800W CABLE MANAGERS
CABLE MANAGER TO LADDER RACK SIDE CONNECTOR PLATES

1. ALIGN ROUND OPENINGS IN CABLE MANAGER FLANGES AND CONNECTOR PLATES.
2. ATTACH END PLATE CORNER BRACKET TO M12 ROOF SCREW.
3. FASTEN CONNECTOR PLATE TO CABLE MANAGER USING SUPPLIED M6 SCREWS, CONTACT WASHERS AND ACORN NUTS.

CABLE MANAGER INSTALLATION INSTRUCTIONS
600W, 700W, 800W CABLE MANAGERS
1. Insert the coupler brackets into the ends of the ladder rack.
2. Slide the coupler brackets through the rectangular openings in the cable manager or connector plates.
3. Lower ladder rack to engage the notch of the coupler bracket with the cable manager or connector plates.

CABLE MANAGER INSTALLATION INSTRUCTIONS
600W, 700W, 800W CABLE MANAGERS
The Rittal Corporation is the U.S. subsidiary of Rittal GmbH & Co. KG and manufactures the world’s leading industrial and IT enclosures, racks and accessories, including climate control and power management systems for industrial, data center, outdoor and hybrid applications. For more information about Rittal and its products, please visit www.rittal-corp.com or call 1-800-477-4000.